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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard ( Third Revision ) was adopted by the Bureau of Indian Standards, after 
the draft finalized by the Jute and Jute Products Sectional Committee had been approved by the 
Textile Division Council. 

This standard originally published in 1963 was revised in 1965 and 1982. The constructional 
details and other particulars included in this standard are based on the results of sustained 
research and development efforts made by the National Council for Cement and Building 
Materials then Cement Research Institute of India in close collaboration with Indian Jute Mills 
Association and cement industry. The standard was subsequently revised to incorporate necessary 
changes based on extensive performance trails. The standard has been revised again so as to 
ensure compatibility regarding general requirements of Jute sacking bags with those specified in 
IS 91 13 : 1992 'Textiles — Jute sacking — General requirements {first revision )\ For the conve- 
nience of small scale cement manufacturers provision has also been made in the standard for 
bags without valve. 

For the purpose of deciding whether a particular requirement of this standard is complied 
with, the final value, observed or calculated, expressing the result of a test or analysis, shall be 
rounded oJBf in accordance with IS 2 : 1960 *Rules for rounding off numerical values ( revised )\ 
The number of significant places retained in the rounded ofif value should be the same as that of 
the specified value in this standard. 



AMENDMENT NO. 1 OCTOBER 2005 

TO 

IS 2580 : 1995 TEXTILES —JUTE SACKING BAGS FOR 

PACKING CEMENT — SPECIFICATION 

( Third Rtvision) 

( Page I, clause 4.2 ) — Insert the following note at the end of last 
paragraph: 

'note — The count of jute yam and twine i» given for guidance only.' 

( Page I, clause 4.2.1 ) — Ii\sert the following note at the cid of 
paragraph: 

'NOTE — Tlie count of twine is given for guidance only.' 

[ Page 3, Table 2, SI I^o. (v). Under 'Requirement' 1 — Substitute *3*y&r 

'1,0* , 



(TX03) 
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Indian Standard 



TEXTILES — JUTE SACKING BAGS FOR 
PACKING CEMENT — SPECIFICATION 

( Third Revision ) 



1 SCOPE 

This standard prescribes the constructional 
details and other requirements of plain weave, 
double warp jute sacking bags for packing 50 kg 
cement. 

2 REFERENCES 

The following Indian Standards are necessary 
adjuncts to this standard: 



IS No. 
1963 : 1981 



1969 : 1985 



2873 : 1991 
2969 : 1974 

5476 : 1986 
9030 : 1979 

9113; 1993 
12001 : 1987 



Title 

Methods for determination of 
threads per unit length in woven 
fabrics ( second revision ) ( Re- 
affirmed April 1993 ) 

Methods for determination of 
breaking load and elongation 
of woven textile fabrics ( second 
revision ) ( Reaffirmed April 
1993 ) 

Textiles — Packaging of jute 
products in bales — Specifica- 
tion ( second revision ) 

Method for determination of 
oil content of jute yarn and 
fabrics (first rev/j/0/2) (Reaffirm- 
ed March 1993 ) 

Glossary of terms relating to 
jute {first revision ) 

Method for determination of 
seam strength of jute fabrics 
including their laminates 
( Reaffirmed March 1992 ) 



Jute sacking — 

requirements (first 



Textiles 
General 
revision ) 

Specification for jute sacking 
cloth for cement bag 

3 TERMINOLOGY 

For the purpose of this standard, the definitions 
given in IS 5476 : 1986 shall apply. 



4 MANUFACTURE 

4J Sacking Cloth 

The bags shall be made from single piece of 
double warp, plain weave sacking cloth con- 
forming to IS 12001 : 1987. For bags with 
valve, the valve shall also be made from sacking 
cloth of the same construction as used in the 
manufacture of bags. 

4.2 Seam 

The bottom of the bag shall be left open or 
stitched as agreed to between the buyer and the 
seller. The stitching of the top and the bottom 
of the bags shall be on the selvedge with over- 
head or herakle stitch through two layers of the 
sacking using 2 strands of jute twine of 380 tex 
X 3 or single jute yarn of 965 tex for overhead 
stitch and 2 strands of jute twine of 310 tex x 3 
for herakle stitch. 

In case of bags manufactured without valve, 
only the bottom of the bags need to be stitched 
on the selvedge. 



even tension 
ends shall be 



All the stitching shall be of 
throughout and all the loose 
securely fastened. 

The number of stitches per decimeter shall be 
between 9 and 11. 

4.2.1 At the side of the bag the raw edges shall 
be turned to a depth of 3-8 cm and sewn with 
either overhead or herakle stitches through 
four layers of sacking ( see Fig. 1 ), using 2 
strands of jute twine of 380 tex x 3 or single 
yarn of 965 tex for overhead stitch and using 2 
strands of jute twine of 310 tex x 3 for herakle 
stitch, 

5 SPECIFIC REQUIREMENTS 

5.1 The bags shall conform to the requirements 
specified in Table 1. 

5.2 The bales containing the bags shall conform 
to the requirements specified in Table 2. 



5.3 The contract 
20 percent. 



moisture regain shall be 
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SECTION XX SECTION YY 

NOTE — The valve opening shall be at side corner or at top corner as agreed to between 
the buyer and the seller. 

All dimensions in centimetres. 

Fio. 1 Jute Sacking Bag for Packing Cement ( with Valve Opening at Side Corner ) 
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Table 1 Requirements of Jute Sacking Bags for Pacldng Cement 

( Clause 5.1 ) 



SI No. 



Characteristic 



Requirement 



Tolerance 



Method of Test, Ref to 



i) Dimensions, cm ( see Note 1 ) 



b) 



Outside length 
Outside width 



Ii| 



+ 4 




ii) 



iii) 
iv) 

V) 



Valve dimensions, cm ( appli- 
cable for bags with valve only ) 
( see Note 2 ) 

a) Effective size ( see Fig. 2 ) 

b) Size of valve flap 

Ends per dm 
Picks per dm 
Mass per bag, g ( see Note 3 ) 

a) For bags with valve 

b) For bags without valve 



8.3.2 of IS 9113: 1993 



A-1 of this standard 



10 X 
16-5 X 

68 

39 



'.i| 



530 



515 



t\ 




±4 


IS 1963 : 1981 


±2 


IS 1963 : 1931 




8.5.2 of IS 9113 


+ 55 
- 40 




+ 50 
-40 


IS 1969 : 1985 



1993 



A'2 of this standard 



vi) Breaking strength of sacking 

( ravelled strip method, 10 cm x 20 cm ), 
Af //», N ( kgf ) 

a) Warpway 1570(160) 

b) Wcftway 1 810(185) 
vii) Breaking strength of seam, 

( strip method, 5 cm x 20 cm ), 
Mm, N ( kgf ) 

a) Side 588(60) 

b) Top ( or top and bottom ) 657 ( 67 ) 

NOTES 

1 Length and width different from those specified may be agreed to between the buyer and the seller. 
However, the same tolerance of + 4 cm shall apply. 

2 In the case of bags with valve, the position of valve opening shall be at the side corner or top corner as 
agreed to between the buyer and the seller. 

3 Mass of bags of other dimensions shall be proportional to the standard bag of 71 cm x 48 cm weighing 
530 g with valve and 515 g without valve, calculated on the basis of the area of the sacki 



seam and also valve and flap in case of bags with valve, 
mass shall be permitted. 



ng including the 
However, a tolerance of + 10 percent of bag 

~ 7-5 



Table 2 Requirements of Packed Bales 

( Clause 5.2 ) 



SI No. 



Characteristic 



Hequirement 



Method of Test 



Total No. of bags per bale 
( see Note 1 ) 



500 or as agreed to 
between the buyer 
and the seller 



8.9 of IS 9113: 1993 



ii) 



iii) 

iv) 
V) 



8.1 of IS 9113 : 1993 



1993 



Contract mass of a bale, kg 
( see note 2 ) 

a) For bags with valve 

b) For bags without valve 

Corrected net mass of a Not less than the 

bale 

Moisture regain, percent. Max 
Oil content on dry deoiled 
basis, percent, Max 

NOTES 

1 There shall be no joined bag in the bale. The number of bags per bundle shall be 25 or 50 as agreed to 
between the buyer and the seller. 

2 The contract mass of a bale is calculated as follows: 

Contract mass oi bale = nominal mass of a bag x specified number of bags per bale. 



265 

258 

Not less than 
contract mass 

22 

8*0 



8.2 of IS 9113; 
IS 2969 : 1974 
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NOTES 

1 The size and shape of the flap before folding and stitching is shown by ABODE. 

2 The size and shape of the valve as in the bag is shown by XYZE- 

3 A'B' shows the side AB of the flap after folding. 

4 CD' shows the side CD of the flap after folding. 

All dimensions in centimetres* 

Fig. 2 Method of Making the Valve 



6 PACKING AND MARKING 

6.1 The bags shall be packed in bales as laid 
down in IS 2873 : 1991 or as specified in the 
agreement between the buyer and the seller. 

6.2 The bales shall be marked as prescribed in 
18 2873:1991. Additional markings shall be 
made as stipulated by the buyer or required by 
the regulation or law in force. 

6.3 BIS Certification Marking 

The bales may also be marked with the Standard 
Mark. 

6.3.1 The use of the Standard Mark is governed 
by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regula- 



tions made thereunder. The details of conditions 
under which the licence for the use of Standard 
Mark may be granted to manufacturers or 
producers may be obtained from the Bureau of 
Indian Standards. 

7 SAMPLING AND INSPECTION 

7.1 Unless otherwise agreed to between the 
buyer and the seller, the procedure for sampling 
and inspection shall be as given in IS 9113: 
1993. 

8 CRITERIA FOR CONFORMITY 

8.1 The lot shall be considered as conforming 
to the requirements of the cStandard, if the 
conditions as laid down in IS 9113 : 1993 are 
satisfied. 
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ANNEX A 
( Table 1 ) 

TESTING AND INSPECTION 



A-0 ATMOSPHERIC CONDITION FOR 
TESTING 

A-0.1 All tests may be carried out In the 
prevailing atmospheric conditions with relative 
humidity between 40 to 90 percent. 

A-1 SIZE OF VALVE AND FLAP 



A-1.1 From each 

stitches at the top 

Lay the bag flat on 

layer of the bag» 

creases and wrinkles and measure 

the valve to the nearest 0*2 cm. 



sample bag remove the 
of the bag near the valve, 
the table, turn the upper 
render the bag free from 
the size of 



A-1.2 Remove the stitches and separate from 
each bag the flap used for manufacturing the 
valve. Lay the flap flat on the table, render it 
free from creases and wrinkles and measure the 
size of flap to the nearest 0*2 cm. 

A-2 BREAKING STRENGTH OF SEAM 

A-2.1 Test two test specimens from the side 
and two from top ( or top and bottom ) of each 
of the sample bags taking 200 mm between grips 
with the seam near about the centre in accor- 
dance with IS 9030 : 1979. Prepare the test 
specimens in the form of a double 'T* with 
100 mm of seam and SO mm width of fabric as 
shown in Fig. 1 of IS 9030 : 1979. 



Bureau of iDdlao Siandardt 

BIS is a itatutorv institution established under the Bureau of Indian Standards Act^ 1986 to 
promote harmonious development of the activities of standardization^ marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any form without the prior permission in writing of BIS. This does not preclude the free use, 
in the course of implementing the standard, of necessary details, such as symbols and sizes, type 
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Rev iaion of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards 
are also reviewed periodically; a standard along with amendments is reaffirmed when such review 
indicates that no changes are needed; if the review indicates that changes are needed, it is taken 
up for revision. Users of Indian Standards should ascertain that they are in possession of the 
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